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Typical Properties 

Product 

specification* 
Solids content                                  %              50 ± 1 

 

pH value                                                             7.5 – 9.0 
 

Viscosity at 23 °C                             mPa·s        7000 – 13000 

(DIN EN ISO 2555) 

Other 

properties of 

dispersions 

Minimum film-forming temperature  °C                 approx.19 

(ISO 2115) 
 

Density (ISO 2811-1)                       g/cm3                  approx.1.02 
 

Resistance to frost                           not resistant 
 

Type of dispersion                            anionic 

*The aforementioned data shall constitute the agreed contractual quality of the product at the time of passing of risk. The 

data are controlled at regular intervals as part of our quality assurance program. Neither these data nor the properties of 

product specimens shall imply any legally binding guarantee of certain properties or of fitness for a specific purpose. No 

liability of ours can be derived therefrom. 

 

 
 

 

Product Information 
 
 
 
 
 

 

ecoSmart CG 
 

 

Benefits 

   Suitable for different 

waterproofing and other 

mastic applications 

   Ease of formulation 

   Can be added to mill base to 

formulate very high solids 

coatings 
 

 
 

Features 

   Good water resistance 

   High adhesion to various 

substrates 

   Highly shear stable 

 
 
 

Aqueous Acrylic Dispersion for high quality mastic 

applications 
 
ecoSmart CG is a highly versatile aqueous acrylic dispersion that is suitable 

for different waterproofing applications. It has high adhesion characteristics 

on various surfaces. It is a robust product, which provides a high pigment 

binding powder and has a very good stability under high shear mixing force. 

It can be added to mill base to formulate very high solids coatings, e.g. to 

prepare thick films. ecoSmart CG is widely used in the construction industry, 

especially for mastic waterproofing. 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Note 

The information submitted in this publication is based on 

our current knowledge and experience. In view of the 

many factors that may affect processing and application, 

these data do not relieve processors of the responsibility 

of carrying out their own tests and experiments; neither 

do they imply any legally binding assurance of certain 

properties or of suitability for a specific purpose. It is the 

responsibility of those to whom we supply our products 

to ensure that any proprietary rights and existing laws 

and legislation are observed. 
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Colours 

ecoSmart CG is supplied as a very thick white paste which used alone will dry clear. 

If colors are required it can be tinted to all colors using quality exterior grade acrylic 

tinters. 

ecoSmart CG 
 

Mastic waterproofing formulated for 

vertical application based on 

ecoSmart CG to protect walls from 

rainwater leakage 

ecoSmart CG for the production of 

mastic waterproofing for roof application 

to  protect and prolong the lifetime of 

the concrete roof 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Safety 

 

General 

The usual precautions for handling chemicals must be observed. These include the 
measures set out in the guidelines of the organisations responsible for safety at work, 
in particular, good ventilation and fume extraction at the workplace, care of the skin 
and the wearing of eye protection. 

 
Safety Data Sheet 

When using this product, the information and advice given in our Safety Data Sheet 
should be observed. Due attention should also be given to the precautions 

necessary for handling chemicals. 

 
Labeling 

According to all the data at our disposal, ecoSmart CG does not need to be labeled 
as a dangerous substance or preparation as defined in the relevant local directives 
according to their current status. 

 
Storage 

 

ecoSmart CG should not come into contact with exposed iron or non-ferrous metal 
during storage or processing. It is important to ensure that containers are kept tightly 
sealed, and the headspace of bulk storage tanks must be kept saturated with water 
vapour. This product must not be exposed to high temperatures, and it must be 
protected from frost. 

 
 ecoSmart CG has a shelf life of six months at 10 – 30 °C, provided due attention 
is paid to the hygiene of tanks and storage facilities. 

 
To avoid problems during storage (impact of micro organisms) we recommend the 
stabilization with biocides. 

 
 

 
Note 

The information submitted in this publication is based on 

our current knowledge and experience. In view of the 

many factors that may affect processing and application, 

these data do not relieve processors of the responsibility 

of carrying out their own tests and experiments; neither 

do they imply any legally binding assurance of certain 

properties or of suitability for a specific purpose. It is the 

responsibility of those to whom we supply our products 

to ensure that any proprietary rights and existing laws 

and legislation are observed. 
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ecoSmart CG is suitable (after water dilution) as a self-priming clear or semi-opaque 
coloured stain finishing system for use on most vertical and horizontal internal and 
exterior exposed surfaces above and below the water line including roofs, walls, 
floors, paths ,driveways,  in-ground  Concrete water tanks and Swimming pools . 
Pond liners etc consisting of .. 

 Portland Concrete or Cement mortar 

 Natural Stone walls and floors including limestone ,sandstone ,Honed Marble 
,Bali green and Andersite lava rock .above and below water level (consult or 
technical dept for swimming pool  use as ecoSmart CG is not a Hydrostatic 
proof Wall coating and may require a suitable primer before application) 

 Batako and Earth wall Blocks 

 Kalsi , Hardies or Etex Fibre cement boards or Corrugated Asbestos roof 
sheeting 

 GFRC cement and Gypsum Wall boards 

 Lime, Cement, or Gypsum Based solid plasters and renders 

 Clay ,Brick, Wall and Bricks and Roof tiles as a Clear ( or colored stain base ) 
waterproofer /sealer to prevent mould growth  and Capillary Water entry 

 Cured ,partially weathered , unpainted Hardwood Decks/Walls or Bamboo, 
Rattan  in sound, firm condition and free from Mould/fungi . 

 Polystyrene and other  PU , PIR and MDI cured Foams 

 Clear or Color finish to MDF, Fiber Board , and /or lightly sanded Plastic/Wood 
Composites  ( Test first) exposed to external weathering and UV degradation 

 Used 100% Neat as supplied  for Coating Canvas, some synthetics and 
Geotextiles used for roofing and pond lining ( Contact our Technical Dept for 
advice ) 

Use On :   

ecoSmart CG 

 
 
Application Areas 

and Guidelines 

Product Over View   

ecoSmart CG is single pack Clear drying high technical quality, water based 100% 
non- plasticized ASA Acrylic base for surface coating applications  . 
It has been specifically developed to provide a water - dilutable long-lasting and 
extremely durable and flexible  ,Clear ,mid gloss, natural looking or Color stain base 
System  for application to Concrete ,Batako Masonry block, Clay brick, primed new 
or weathered timber, suitably prepared Metals, and Industrial fabrics such as Canvas 
and Geotextiles. 
 
Supplied as a water - dilutable clear drying (or Tintable) liquid concentrate, ecoSmart 
CG offers far superior economy and longer lasting qualities than normal low build 
paint /stain systems. 
 
Easy to prepare by dilution with tap water  (Clear Base only) ecoSmart CG 
Concentrate is a non-toxic, low -odor, totally non Combustible solvent free thick liquid 
which is safe to use indoors or inside Water tanks using normal precautions and is 
safe to store. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Note 

The information submitted in this publication is based on 

our current knowledge and experience. In view of the 

many factors that may affect processing and application, 

these data do not relieve processors of the responsibility 

of carrying out their own tests and experiments; neither 

do they imply any legally binding vassurance of certain 

properties or of suitability of those to whom we supply our 

products to ensure that any proprietary rights and existing 

laws and legislation are observed. 
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ecoSmart CG 

 
 
Packaging & Storage 

Cold-Glaze Concentrate is 
supplied in 20Litre or 140 
liters pack sizes only and 
should be stored undercover 
in a cool and dry 
environment. Shelf life is 12 
months in un-opened plastic 
Containers as supplied. 

 

 Usual dilutions of ecoSmart CG Concentrate  range from full strength for Canvas 
or Geotextile Roof and pond lining applications only. 

 1part CG +1 part water for long life Elastomeric flat Concrete roofs/balconies or 
Asbestos roof sheet fiber containment ,waterproofing or restoration color 
coatings  , 

 1+ 2 parts water for Porous stone i.e. Clay Roof tiles ,porous Lava rock or Cast 
In-situ Concrete or Cement paver Car trafficked surfaces 

 1+3 to 5 Parts water for dense stone (Sandstone  Granite or Marble sealing)  or 
for timber use (Ulin , Merbau , Bamboo etc). 

 Always at least 2 coats are applied on the same day. Prolonged time between 
coats is NOT recommended  as ecoSmart CG films become Hydrophobic like 
silicone coatings after 3 days cure  (always test first) 

 All surfaces should be Dry, and free from Dust ,dirt and  fungi .clean and sound . 
Apply to cool NOT Hot  surfaces in temperatures ranging fro 12deg.C to 30deg 
C by all traditional methods including Brush , roller, pad or  Spraying after 
suitable dilution. 

Usage & Application 

Benefits   

Developed with a focus on providing a high solids ALWAYS Water diluted  Clear or 

pigmentable / Stain base for use by professionals to provide a Clear or colored 

Transparent or opaque highly durable ,UV protected multi-purpose sealer and/or 

Paint on surface finish ecoSmart CG delivers a range of benefits ,including: 

Being an extremely durable concentrated ASA Acrylic resin (57% pure solids as 

supplied) Its  Dry Film Thickness (DFT)  can be altered by a competent trades 

person or builder to allow for high performance yet very low cost clear or colored 

stains for most applications. 

Coverage and Clean Up 

Varies on the surface to be coated and the application reason  but usual coverage of 
neat product is between 1m2 per liter for waterproofing applications up to 7-8 m2 for 
wood or dense stone stain proofing and clear/stain base colour treatments. See 
recommended dilutions above  and test coverage first by applying a sample on the 
substrate to be treated. Equipment clean up is with Water within 10 minutes of 
ceasing use . 

Do not leave product in brushes or rollers / Pads etc past this time or discard. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Note 

The information submitted in this publication is based on 

our current knowledge and experience. In view of the 

many factors that may affect processing and application, 

these data do not relieve processors of the responsibility 

of carrying out their own tests and experiments; neither 

do they imply any legally binding vassurance of certain 

properties or of suitability of those to whom we supply our 

products to ensure that any proprietary rights and existing 

laws and legislation are observed. 
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ecoSmart CG  

 
 

Precautions 

ecoSmart CG  Concentrate is a non-hazardous (for transport by Land or Sea), Leeds 

compliant, Non toxic, non flammable, non Dangerous water based paste which 

contains near Zero VOC's in it's supplied form . However it is recommended that the 

usual following Personal safety measures be taken. 

 The product is HIGHLY adhesive and fast drying to most surfaces so 

precautions against dripping onto Decorative Floors , window frames, glass and 

plants and gardens must be taken by use of a drop sheet or other measures . 

 Wear long sleeve work shirts, a cap for hair protection ,and suitable clothing and 

safety glasses during overhead , vertical wall or spraying application 

 Avoid skin and eye contact and wash with plenty of water if accidental eye 

contact occurs 

 Always wash hands before eating or smoking 

 

Note 

The information submitted in this publication is based on 

our current knowledge and experience. In view of the 

many factors that may affect processing and application, 

these data do not relieve processors of the responsibility 

of carrying out their own tests and experiments; neither 

do they imply any legally binding vassurance of certain 

properties or of suitability of those to whom we supply our 

products to ensure that any proprietary rights and existing 

laws and legislation are observed. 

ecoSmart HUB Building 

Jl. Sunset Road No.1 Kuta – Bali 80361 

Indonesia 

Telephone +62 361 752133 / 4752115 

www.ecosmarthub.com 


